
Mounting

Colour rendering index Ra>80.
Average service life > 50.000 hours.

Easy installation.
No infrared or UV radiation.

Light source PHILIPS LUXEON 5050               .

Colour temperature 5000K (standard. Option 3000K, 4000K, 6000K.

more information in www.lux‐may.com more information in www.lux‐may.com.

Surface, using lyre with goniometric device.

PROJECTOR MARINE ENVIRONMENT LED
MEGAMARINE/30º‐L‐IP66

FLOODLIGHTS MARINE ENVIRONMENT ●

Light distribution

Wiring Electronic control gear (EEI=A+). Meanwell HLG. 

Symmetric reflector 30° (standard). Under request 60o, 90o ó ASYMo.Optical system

Direct.

Material Body: Die‐cast aluminum LM6 + AZKO NOVEL of very high 
thermal dissipation.

Buildings or areas with high permanent condensation.
Use for maritime areas of high salinity.

Surface finish Body: Grey color with rectified surface to ensure good heat
conduction between the LED module and body.
C5‐M MARINE anticorrosive coating according to ISO 12944.

Benefits C5 M ‐ very high corrosivity according to ISO 12944.
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EASY ORIENTATION

DRIVER

HEAT SINK

MEGAMARINE/30º‐L‐IP66‐480W

MEGAMARINE/30º‐L‐IP66‐960W



(*) Power supply 100‐200V: 70% of nominal flow.

PHOTOMETRIC POLAR DIAGRAM

167 5000 30° 2000W

Available 3000K, 4000K and 6000K (same lighting characteristics).

more information in www.lux‐may.com more information in www.lux‐may.com.

167 5000 30° 1000W

MMN811C6G MEGAMARINE/30º‐XL‐IP66‐960W 160000Lm/850 36 160000 960

lm W lm/W CCT (K)

MMN4180KG MEGAMARINE/30º‐L‐IP66‐480W 80000Lm/850 16 80000 480

Optic Replace

output LED mod + Driver temperature standard of HIT

Power

FLOODLIGHTS MARINE ENVIRONMENT ●
PROJECTOR MARINE ENVIRONMENT LED
MEGAMARINE/30º‐L‐IP66

CODE REFERENCE Kg. Light Efficacy Colour
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ROTATION 180°
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