
 

HIGH POWER LED PROJECTOR IP66

Lens: PMMA PLEXIGLAS® ‐ without yellows, with a high degree of light transmission 

Clips: Silicone.

HIGH POWER PROJECTORS IP66 • LED
MEGATRON/N

3in1 system (light source, cooling and lens).

High versatility system.

Availability of different light distribution.

Heatsink: Extruded anodized aluminum protected against UV rays.

Surface finish Black colour RAL 9005.

Watertightness IP66, with IK09 protection.

LUX‐MAY reserves the right to change product characteristics without notice.

with a useful life of 30 years.

Mounting Surface.

Optical system Lens PMMA PLEXIGLAS® of great light transmissibility.

Benefits Industrial projector of long life (50.000 hours) and very high efficiency.

(3000k, 4000K and 6000K under request).

more information in www.lux‐may.com

Light source LED              PMMA PHILIPS®/CREE®  (available 5000K),

Light distribution Direct.

Wiring Electronic control gear (EEI=A++). PF>0,95.

 Optical of 8°, 15°, 20°, 40°, 50°, 90°, 120°.

Applications: Replaces projectors for high heights, stadiums and large lighting towers.
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SYMMETRICS AND ASYMETRICS



HIGH POWER LED PROJECTOR IP66
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HIGH POWER PROJECTORS IP66 • LED

MEGATRON/N
PHOTOMETRIC DATA

MEGATRON/N 960W MEGATRON/N 480W

MEGATRON/N 360W MEGATRON/N 240W

HEAT SINK

EASY TO TURN

EASY INSTALLATION

CAN TURN
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SYMMETRICS AND ASYMETRICS



 

20°

MEGATRON/N/40°‐XL‐IP66‐960W 170500Lm/850

MEGATRON/N/50°‐XL‐IP66‐960W‐170500lm/850

MEGATRON/N/90°‐XL‐IP66‐960W 170500Lm/850

 



MT0410L0800 MEGATRON/N/40°‐S‐IP66‐240w‐42500lm/850 (10,5) 480 85000 40°



MEGATRON/N/12°‐S‐IP66‐240w‐42500lm/850  

(10,5)

MEGATRON/N/8°‐S‐IP66‐240w‐42500lm/850 (10,5) 480 85000 8° 

(*) Power supply 100‐200V: 70% of nominal flow.

Beam DIMM

source angle 0‐10V DALI
lm

MT0170L0800 (18,8)

MT0240L1705

CODE REFERENCE Kg.

MT0400L0800 MEGATRON/N/20°‐S‐IP66‐240w‐42500lm/850

 

MT0160L0800 (18,8)

 1000W

MT0120L0800 (10,5) 480 85000 120°  



MT0110L0800 (10,5) 480 85000 90° 

MT0100L0800 (10,5) 480 85000 50°



 

MT0150L0800 (10,5) 480 85000 40°

MT0140L0800 MEGATRON/N/8°‐L‐IP66‐480W‐85000lm/850 (10,5) 480 85000

MT0370L0800 (10,5) 480 85000 12°



MT0360L0800 (10,5) 480 85000 8°  

MEGATRON/N/90°‐M‐IP66‐360w‐63750lm/850

90°  

MT0330L0800 (18,8) 960 170500 120° 

MT0320L0800 MEGATRON/N/50°‐M‐IP66‐360w‐63750lm/850 (18,8) 960 170500



MT0310L0800 MEGATRON/N/40°‐M‐IP66‐360w‐63750lm/850 (18,8) 960 170500 50°  

 

MT0300L0800 MEGATRON/N/20°‐M‐IP66‐360w‐63750lm/850 (18,8) 960 170500 40° 

12°  

MT0350L0800 MEGATRON/N/12°‐M‐IP66‐360w‐63750lm/850 (18,8) 960 170500 20°

MT0340L0800 MEGATRON/N/8°‐M‐IP66‐360w‐63750lm/850 (18,8) 960 170500

 

MT0470L0800 (18,8) 960 170500 8°  

MT0460L0800 (10,5) 480 85000 120°



MT0430L0800 (10,5) 480 85000 90°  

85000 20°  

Power

MT0440L0800

50° MT0420L0800 MEGATRON/N/50°‐S‐IP66‐240w‐42500lm/850 (10,5)

HIGH POWER PROJECTORS IP66 • LED

MT0220L1705 170500960



(10,5) 480



170500 120° 









20°



MT0130L0800

960









8°



(18,8)

480

170500



Light

W

480 85000 2x250W

2x250W

2x250W

MEGATRON/N/12°‐XL‐IP66‐960W‐170500lm/850

960

(18,8)

MT0450L0800

170500

170500

170500



120°

960

960

960

170500

12°

960

170500

(18,8)

(18,8)

MEGATRON/N/20°‐XL‐IP66‐960W‐170500lm/850

170500

(18,8)

more information in www.lux‐may.com LUX‐MAY reserves the right to change product characteristics without notice.

40°

50°

MT0210L1705

MT0200L1705

MT0250L1705

2000W

85000 12°

90°

120°960

(18,8)





960

MT0230L1705 (18,8)

MT0260L1705 MEGATRON/N/120°‐XL‐IP66‐960W‐170500lm/850 960

120°

960 120° 

170500

120° 

MT0102L0800

960

(18,8)

(18,8) 170500

170500

960

MT0112L1705 960(18,8) 



MT0270L1705

MT0102L1705 (18,8) 960

MEGATRON/N/20°‐L‐IP66‐24V‐400W 71000Lm/850

MEGATRON/N/ASY°‐XL‐IP66‐960W‐170500lm/850 (18,8)

MT0112L0800 120°

170500 120° MEGATRON/N/20°‐XL‐IP66‐24V‐800W‐142000lm/850

MEGATRON/N/40°‐L‐IP66‐24V‐400W 71000Lm/850

170500 120°

(18,8) 170500

MEGATRON/N/40°‐XL‐IP66‐24V‐800W 142000Lm/850



MEGATRON/N/8°‐XL‐IP66‐960W‐170500lm/850

MEGATRON/N/ASY°‐L‐IP66‐480W‐85000lm/850

MEGATRON/N/120°‐L‐IP66‐480W‐85000lm/850

MEGATRON/N/90°‐L‐IP66‐480W 85000Lm/850

MEGATRON/N/50°‐L‐IP66‐480W‐85000lm/850

MEGATRON/N/40°‐L‐IP66‐480W 85000Lm/850

MEGATRON/N/90°‐S‐IP66‐240w‐42500lm/850

MEGATRON/N/20°‐L‐IP66‐480W 85000Lm/850

MEGATRON/N/12°‐L‐IP66‐480W‐85000lm/850

MEGATRON/N/ASY°‐M‐IP66‐360w‐63750lm/850

MEGATRON/N/120°‐M‐IP66‐360w‐63750lm/850

MEGATRON/N/ASY°‐S‐IP66‐240w‐42500lm/850

MEGATRON/N/120°‐S‐IP66‐240w‐42500lm/850

Replacement

of HIT

2x250W

2x250W

2x250W

2x250W

2x400W

2x400W

2x400W

2x400W

2x400W

2x400W

2x400W

2x400W

2x400W

1000W

1000W

1000W

1000W

1000W

1000W

1000W

2000W

2000W

1000W

2000W

2000W

2000W

2000W

2000W

2000W

2000W

1000W

AVAILABLE

SYMMETRICS AND ASYMETRICS


