
Average service life > 50.000 hours. CRI 80. L80/B10.

ZIPLO 75

Standard RAL 9003 Under request RAL 9005

Optical system Reflector.

SPOTLIGHT FOR ELECTRIFIED TRACKS ● LED
SPOTLIGHT FOR ELECTRIFIED TRACKS

Low power consumption and high efficiency.

Mounting Electrified track.

Benefits

Technological Guarantee.

LED luminaire with integrated electronic control gear.

Optimal lighting curve, homogeneous throughout the projection area.

Surface finish

LED compact modules COB             TRIDONIC.

Temperature color 4000K (standard). Optional 3000K.  

Light source

more information in www.lux‐may.com LUX‐MAY reserves the right to change product characteristics without notice.

Light distribution

Under request, dimmable electronic control gear (DALI).

Diffuser: Transparent.

Material Body: Extruded aluminium.

Wiring Electronic control gear (EEI=A+). PF>0,95 TRIDONIC.

IDEAL FOR RETAIL

White color RAL 9003 (standard). Optional black RAL 9005. Other colors under request.

Careful with the environment, does not contain mercury.

Direct. Optic 24° (standard). Optional 16°, 38°.

Reflector: Faceted polycarbonate reflector.
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CODE 3 PINES CODE 5 PINES

ZIPCE33PB ZIPCE35PB

ZIPAD3PB (DERECHO) ZIPAD5PB (DERECHO)

CODE 3 PINES CODE 5 PINES

CODE 3 PINES CODE 5 PINES

CODE 3 PINES CODE 5 PINES

ZIPUF5PB

CODE

ZIPSUSB

CODE 3 PINES CODE 5 PINES

ZIPAI3PB (IZQUIERDO) ZIPAI5PB (IZQUIERDO)

ZIPUL3PB ZIPUL5PB

ZIPUX3PB

CODE 3 PINES CODE 5 PINES

ZIPCS23PB ZIPCS25PB

ZIPCS33PB ZIPCS35PB

ZIPUC3PB ZIPUC5PB

ZIPUT3PB ZIPUT5PB

CODE 3 PINES CODE 5 PINES

CODE 3 PINES CODE 5 PINES

CODE 3 PINES CODE 5 PINES

Electrified track 
recessed 3 m

Final connection
Right/ Left

 “L” track joint

“X” track joint

Electrified track 
surface 2 m

Electrified track 
surface 3 m

Interior joint

“T” track joint

Flexible track joint

ZIPUF3PB

Electrified track 
recessed 2 m

CODE 3 PINES CODE 5 PINES
ZIPCE23PB ZIPCE25PB

ZIPUX5PB

Final connection
Right/ Left

Interior joint

SPOTLIGHT FOR ELECTRIFIED TRACKS ● LED

Electrified track 
recessed 3 m

Electrified track 
surface 3 m

CLF‐075‐24°‐19W 3040lm/840

REFERENCE DIMMING

DALI

Flexible track joint

 “L” track joint “T” track joint

CLF‐075‐24°‐26W 4160lm/840





CODE

ZIPTFB

SPOTLIGHT FOR ELECTRIFIED TRACKS

ZIPLO 75

lm/W

Suspension Last cover

“X” track joint

CODE Kg. Light Power Efficiency Beam Colour Colour

output angle temperature rendering indexLED mod + Driver

>90

lm W CCT (K) CRI (Ra)

ZIP113K0B (0,6) 3040

>90ZIP114K1B 4160 26

Optional 3000K. 16°, 38° optics.

160

160(0,8) 24° 4000

19 24° 4000

more information in www.lux‐may.com LUX‐MAY reserves the right to change product characteristics without notice.

ACCESSORIOES
THREE PHASE ELECTRIFIED TRACK 3 PINES OR 5 PINES

Electrified track 
recessed 2 m

Electrified track 
surface 2 m

Mounting

UNDER REQUEST


